
Advanced Purification System
4000 Controller Models

4000C SERIES

• Simple installation

• Touch screen controller

• Dynamic or Manual Control

• Solid or Transparent Lid

• Purifier provides power to controller - No Electrical needed.

• Logging available for repo�ing

• Locking Latch option
  



Pa� Number

C Controller

S

 

Sensor †

No Sensor
Ozone SensorS

C

† Sensor required for dynamic control

Model Contoller Dimensions RemoteLid

4000C

4000CI

4000CIT

4000CS

4000CSI

4000CSIT

4000CIR*

4000CITR*

4000S

External

Internal

Internal

External

Internal

Internal

Internal

Internal

Requires 

4000CIR or 

4000CIRT

Solid

Solid

Locking Latch

Transparent

Locking Latch

Solid

Solid

Locking Latch

Transparent

Locking Latch

Solid

Locking Latch

Transparent

Locking Latch

Solid

No

No

No

No

No

No

Yes

Yes

Yes

No

No

No

Yes

Yes

Yes

4000S
Required

4000S
Required

Yes

6w x 6h
x 6d

6w x 6h
x 6d

6w x 6h
x 6d

6w x 6h
x 6d

6w x 6h
x 6d

6w x 6h
x 6d

6w x 6h
x 6d

6w x 6h
x 6d

6w x 6h
x 6d
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L Lid

Standard Solid Lid
Transparent LidT

Examples:

4000CSI
4000CITR/4000S

4000CSIT
4000CIT

4 C S LI R4000

Sensor

4000S4000CSIT

4000CS4000C

4000CITR4000CSI

Model Description
Additional

Wa�s

Additional

Amps

C

CS

Touch 

Controller

Touch

Controller

 and Sensor

0.02

0.05

2.4

6.0

6w x 6h
x 4d

6w x 6h
x 4d

Dimensions

I Internal

 External Screen
Internal ScreenI

R Remote Sensor

 No Remote Capability
Remote Sensor BoardR

No Screen
Touch Screen ControlerC


